
SPORTident Cards - Overview

Specifications

SIAC SI-Card10 SI-Card9 SI-Card8 SI-Card6 SI-Card5 pCard

ComCard Pro [1] ComCard Up [1]

Card number

range
8 000 000 …

8 999 999 [2]

7 000 000 …

7 999 999

1 000 000 …

1 999 999

2 000 000 …

2 002 999,

2 004 000 … 2

999 999

500 000 …

999 999,

2 003 000 …

2 003 999

04 000 …

499 999

4 000 000 …

4 999 999

Data exchange time (ms)

direct 60 115 130 330 115

contactless 50 Not compatible

Time format 24h-format, day of week 12 hrs 24h-format, day

of week

Intermediate

time records

128 128 50 30 64 30 + 6 [3] 20

Special records

CLEAR no yes

CHECK yes

START yes
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SIAC SI-Card10 SI-Card9 SI-Card8 SI-Card6 SI-Card5 pCard

FINISH yes

Code no. range 1 … 511 1 … 255 1 … 511

SI-System compatibility

classic system BS7/8/9

AIR+ system BS11 Not compatible

Weight (g) 11 8 [4] 4

Dimensions

(mm)

68 x 21 x 12 71 x 19 x 8 [5] 54 x 54 x 0.8

 SI-Card5, SI-Card6, ComCard Up and ComCard Pro are no longer produced.

[1] The SPORTident ComCard Pro combines a SI-Card10 and a high-quality compass in one device. The SPORTident ComCard Up combines a SI-Card8 and high-quality

compass in one device.

[2] The card number range 8 800 000 … 8 999 999 is reserved for internal use.

[3] SI-Card5 stores the last 6 records with code number only.

[4] The weight of a ComCard is 35 g.

[5] The Dimensions of a ComCard are 71 mm x 88 mm x 5 mm.
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