SPORTident ComCard Pro, Dezember 2021 m

SPORTident ComCard Pro

o ComCard Pro is no longer produced.

Description
* The SPORTident ComCard Pro combines a Sl-Card10 and a high-quality compass in one
beautiful device
* ComCard Pro has 2 functions:
° navigation
o punching at the control stations

* The electronics are placed underneath the runner’s thumb for the optimal and distraction-free
orienteering

» This device stores up to 128 punches

* The ComCard Pro registers the data record in 60 ms, which is twice as fast as the ComCard
Up

* Left-handed and right-handed versions of the SPORTident ComCard Pro are available

* SPORTident ComCard Pro has a selection of high-quality capsules to best meet athletes
orienteering style

Fast Rainbow Stable Super-Stable
Specifications
Model type Thumb compass
Number range 7 000 000 ... 7 999 999
Typical application Sportive orienteering
Data exchange time 60 ms
Clear time <05s
Intermediate times 128
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Special records

Time format

SI-System compatibility,
Firmware stations

Operating range

Protection class

Warranty
Weight
Dimensions

Colours

24-h-format, day of week, counter for up to 4
weeks

S|-Stations BSF7/8, firmware V6.00 and higher

CLEAR, CHECK, START, FINISH

-20°C ... +50°C

IP 67 (DIN EN 60529)

- Protection against penetration of dust

- Protection against the ingress of water during
short-term immersion

2 years
359
71 mm x 88 mm x 5 mm

Transparent

" At very low temperatures or very high altitude the formation of bubbles in the compass capsule
is possible (but not obligatory). When a compass is subsequently placed under normal conditions,
the bubbles tend to disappear and, in the future, might not reappear even in cold weather or at
high altitude. (The plastic material after such "training" becomes more elastic.)
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